(51) International Patent Classification:
F16L 57/00 (2006.01)  H02G 3/04 (2006.01)
B60R 16/02 (2006.01)  H02G 15/18 (2006.01)

(21) International Application Number:
PCT/US2014/048141

(22) International Filing Date:
25 July 2014 (25.07.2014)

(25) Filing Language:
English

(26) Publication Language:
English

(30) Priority Data:
13/952,441  26 July 2013 (26.07.2013)  US


(74) Agents: STEARNS, Robert, L. et al.; Dickinson Wright PLLC, 2600 W. Big Beaver Road, Suite 300, Troy, MI 48084-3312 (US).

(54) Title: WRAPPABLE PROTECTIVE SLEEVE WITH CLOSURE AND LOCATING FEATURE AND METHODS OF CONSTRUCTION AND USE THEREOF

(57) Abstract: A wrappable protective sleeve (10) for providing protection to at least one elongate member (12) contained therein and methods of construction and use thereof are provided. The sleeve (10) includes a flexible textile wall (14) having opposite inner and outer faces bounded by opposite edges (16, 18) and opposite ends (22, 24). The opposite edges (16, 18) extend generally parallel to one another between the opposite ends (22, 24). A pair of adhesive layers (26, 28) is bonded to the inner face (30), with each of the adhesive layers (26, 28) being spaced from one another. The adhesive layers (26, 28) extend between the opposite ends (22, 24) adjacent the opposite edges (16, 18). Further, a release paper (36) is releasably adhered to the pair of adhesive layers (26, 28) for subsequent removal and use of the sleeve (10).
WRAPPABLE PROTECTIVE SLEEVE WITH CLOSURE AND LOCATING FEATURE
AND METHODS OF CONSTRUCTION AND USE THEREOF

BACKGROUND OF THE INVENTION

1. Technical Field

[0001] This invention relates generally to protective sleeves for providing protection to elongate members contained therein, and more particularly to wrappable protective sleeves and to their methods of construction and use.

2. Related Art

[0002] Wrappable protective sleeves for providing protection to a straight elongate member contained therein are known. Typically, wrappable protective sleeves are fixed about the elongate member by a separate fastening feature, such as with tape or tie wraps wrapped circumferentially about the sleeve wall. Although tape and tie wraps devices can prove effective, they come at a cost by having to have them in inventory, and in addition, further require labor expense and time for application. Further, particularly with tape, it can become bulky and relatively heavy, and further yet, subsequent removal, such as may be necessary to service the elongate member, can prove laborious.

[0003] In addition to providing protection about straight elongate members, it is also know to wrap a complex protective sleeve or tape about a T-shaped union of elongate members to provide protection about the T-shape union. Unfortunately, the complex protective sleeves, generally having specialized T-shaped configurations themselves to allow them to be wrapped conformingly about the T-shaped union, are expensive in manufacture, and further, can require a certain degree of expertise and experience to apply. As for use of tape, the same issues discussed previously, namely, inventory costs and laborious application
and removal, hold true to an even increased degree given the complexity of having to wrap the tape about a T-shape configuration.

SUMMARY OF THE INVENTION

[0004] In accordance with one aspect of the invention, a wrappable protective sleeve for providing protection to at least one elongate member contained therein is provided. The sleeve includes a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends. The opposite edges extend generally parallel to one another between the opposite ends. A pair of adhesive layers is bonded to the inner face in spaced relation from one another. The adhesive layers extend between the opposite ends adjacent the opposite edges. Further, a release paper is releasably adhered to the pair of adhesive layers.

[0005] In accordance with another aspect of the invention, the opposite edges of the sleeve wall are spaced from one another along a width of the wall and the release paper has a width less than the width of the wall.

[0006] In accordance with another aspect of the invention, each of the adhesive layers has a width and the width of the release paper is substantially equal to the combined widths of the adhesive layers.

[0007] In accordance with another aspect of the invention, the wall has a tubular configuration with the release paper adhered to the pair of adhesive layers.

[0008] In accordance with another aspect of the invention, one adhesive layer from the pair of adhesive layers is adapted to be adhered to an outer surface of the at least one elongate member and the other adhesive layer of the pair of adhesive layers is adapted to be adhered to the outer face of the wall.
[0009] In accordance with another aspect of the invention, each of the pair of adhesive layers is adapted to be adhered to a common elongate member and each of the pair of adhesive layers is adapted to be adhered to itself.

[0010] In accordance with another aspect of the invention, the wrappable protective sleeve is adapted to be wrapped about a T-shaped union of a plurality of elongate members.

[0011] In accordance with another aspect of the invention, the wall is formed of interlaced yarn.

[0012] In accordance with another aspect of the invention, the wall is formed of a nonwoven material.

[0013] In accordance with another aspect of the invention, a method of protecting at least a portion of at least one elongate member is provided. The method includes providing a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends with a pair of adhesive layers bonded to the inner face in spaced relation from one another with a single release paper being releasably adhered to the pair of adhesive layers. Further, removing the single release paper from the pair of adhesive layers and adhering at least one of the adhesive layers to at least one elongate member to be protected. Then, wrapping the wall about the portion of the at least one elongate member to be protected and adhering at least one of the adhesive layers to at least one of the outer face of the wall or to itself to fix the wall in its wrapped configuration about the portion of the at least one elongate member to be protected.

[0014] In accordance with another aspect of the invention, the method can further include adhering one of the adhesive layers to a single elongate member to be protected and then wrapping the wall about the elongate member and bringing the opposite edges into overlapping relation with one another and adhering the other of the adhesive layers to the outer face of the wall.
[0015] In accordance with another aspect of the invention, the method can further include providing a plurality of elongate members having a generally T-shaped union and adhering a portion of the adhesive layers to a common one of the plurality of elongate members and then wrapping the wall about the T-shaped union and adhering a portion of each adhesive layer to itself.

[0016] In accordance with another aspect of the invention, the method can further include providing the wall being formed from interlaced yarn.

[0017] In accordance with another aspect of the invention, the method can further include providing the wall being formed from a nonwoven material.

[0018] In accordance with another aspect of the invention, a method of constructing a wrappable protective sleeve is provided. The method includes forming a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends. Then, bonding a pair of adhesive layers to the inner face in spaced relation from one another adjacent the opposite edges, and further, bonding a single release paper to the wall via the pair of adhesive layers.

[0019] In accordance with another aspect of the invention, the method of construction can further include bonding the pair of adhesive layers to the single release paper prior to bonding the bonding the pair of adhesive layers to the inner face of the wall.

[0020] In accordance with another aspect of the invention, the method of construction can further include wrapping the wall into a tubular configuration and then bonding the single release paper to the wall to releasably maintain the wall in its tubular configuration.

[0021] In accordance with another aspect of the invention, the method of construction can further include wrapping the wall into the tubular configuration with the inner face facing radially outwardly.
[0022] In accordance with another aspect of the invention, the method of construction can further include forming the wall from interlaced yarn.

[0023] In accordance with another aspect of the invention, the method of construction can further include forming the wall from a nonwoven material.

**BRIEF DESCRIPTION OF THE DRAWINGS**

[0024] These and other aspects, features and advantages of the present invention will become more readily appreciated when considered in connection with the following detailed description of presently preferred embodiments and best mode, appended claims and accompanying drawings, in which:

[0025] Figure 1 is a perspective view of a sleeve constructed in accordance with one aspect of the invention shown wrapped about an elongate member to be protected by the sleeve;

[0026] Figure 2 is a cross-sectional view taken generally along the line 2-2 of Figure 1;

[0027] Figure 3 is a perspective view of the sleeve of Figure 1 shown in a "as manufactured", pre-use state;

[0028] Figure 4 is a plan view of the sleeve of Figure 1 shown in an unwrapped, flattened state;

[0029] Figure 5 is a plan view of the sleeve of Figure 3 shown unwrapped with a T-shaped union of a pair of elongate members to be protected disposed thereon; and

[0030] Figure 6 is a plan view of the sleeve of Figure 5 shown wrapped and fixed about the T-shaped union of the pair of elongate members.

**DETAILED DESCRIPTION OF PRESENTLY PREFERRED EMBODIMENTS**

[0031] Referring in more detail to the drawings, Figure 1 illustrates a wrappable textile sleeve 10 constructed in accordance with one aspect of the invention shown wrapped about an elongate member 12 to be protected, such as a wire harness or pipe, by way of example
and without limitation. The textile sleeve 10 has a wall 14 sized to be wrapped circumferentially about the elongate member 12 to be protected such that opposite, lengthwise extending edges 16, 18, which extend generally parallel to one another and generally parallel to a central longitudinal axis 20 of the sleeve 10 between opposite ends 22, 24, are brought into overlapping, fixed relation with one another. In addition to the opposite edges 16, 18 of the wall 14 being fixed in a circumferentially wrapped configuration, thereby providing the desired protection to the elongate member 12 about the entire circumference of the elongate member 12, the wall 14, as discussed further below, is fixed to the elongate member 12 to prevent inadvertent movement of the sleeve 10 relative to the elongate member 12. Accordingly, the sleeve 12 is assured of remaining in its intended protective position about the elongate member 12.

[0032] The textile wall 14, as schematically shown in the Figures, can be formed by interlacing yarn or yarns with one another, including monofilament and/or multifilament yarn, wherein the interlacing can be performed to form a woven, knitted, or braided structure. In addition to interlacing yarn or yarns, the wall 14 can also be formed as a nonwoven structure. It is to be understood that nonwoven structures are formed from a web of material including intertwined, relatively short fibers via a wet or dry process. The fibers can be provided as organic fibers, such as from jute, kenaf, hemp, or any other suitable cellulosic fibrous material, and also from any suitable recycled materials and/or waste stream materials and/or from inorganic fibers, including any type of polymeric materials, including heat-meltable material, for example, as a low temperature melt polymeric material, such as fibers of polyethylene, PET or Nylon. It should be recognized that other low melt polymeric materials could be used, such as thermoplastic bi-component fibers whose outer sheath, such as polypropylene, for example, melts when heated above its melting point.
Upon wrapping the wall 14 about the elongate member 12, the opposite edges 16, 18 of the wall 14 are fixed in the circumferentially wrapped "cigarette" configuration via a first adhesive layer 26 to provide the desired protection to the elongate member 12 about the entire circumference of the elongate member 12 and the wall 14 is fixed to the elongate member 12 via a second adhesive layer 28 to prevent inadvertent movement of the sleeve 10 relative to the elongate member 12. The first and second adhesive layers 26, 28 forms a pair of adhesive layers bonded to an inner face 30 of the wall 14 in spaced relation from one another, while an outer surface 32 of the wall 14, as manufactured, remains free of any adhesive or other fastening mechanism. The adhesive layers 26, 28 extend along the opposite edges 16, 18, shown as being immediately adjacent the opposite edges 16, 18, between the opposite ends 22, 24, wherein the adhesive layers 26, 28 are also shown as extending from one end 22 to the opposite end 24. With the adhesive layers 26, 28 being laterally spaced from one another, an intermediate portion 34 of the inner surface 30 is free of any adhesive. Accordingly, the amount of adhesive used in the construction of the wall 14 is minimized, and is significantly less than that if the entire inner surface 30 were covered with adhesive, and thus, the cost of the adhesive layers is greatly reduced from that if the entire inner surface 30 were covered with adhesive.

In construction of the sleeve 10, to prevent contamination of the adhesive layers 26, 28 and to preserve the adhesive layers 26, 28 for future use, a release paper 36 (Figure 3) is releasably adhered to the pair of adhesive layers 26, 28. To minimized the amount of release paper necessary, and to reduce the envelope of the sleeve 10 for shipping and storage, the wall 14 is wrapped or folded to evert the wall 14 such that the inner surface 30 faces radially outwardly and the outer surface 32 faces radially inwardly. The opposite edges 16, 18 are brought into abutting or substantially abutting relation with one another such the adhesive layers 26, 28 are immediately adjacent one another. With the adhesive layers 26, 28
immediately adjacent one another, the width (W) of the release paper 36 needed to cover the adhesive layers 26, 28 is minimized, wherein the release paper 36 can be provided having a width that is equal to, or substantially equal to the width of each adhesive layer 26, 28 combined or added together (w1 + w2).

[0035] In Figure 5, a sleeve 110 formed in accordance with another aspect of the invention is shown, wherein the same reference numerals, offset by a factor of 100, are used to identify like features. The sleeve 110 has a wall 114 constructed in the same fashion as discussed above for the wall 14. The notable difference is in how the wall is wrapped or folded in use. As such, the wall has first and second adhesive layers 126, 128 spaced from one another and extending along opposite edges 116, 118 between opposite ends 122, 124. Also, a release paper, as discussed above, is applied to the wrapped or folded wall 114 to releasably cover and protect the adhesive layers 126, 128 prior to use. With regard to both walls 14, 114, it should be recognized that the overall width (extending between opposite edges 16, 18, 116, 118 and length (extending between opposite ends 22, 24, 122, 124) of the wall 14, 114 can be formed as desired, depending on the end use of the respective sleeve 10, 110.

[0036] In use, as shown in Figure 6, rather than wrapping the wall 114 in cigarette fashion about a single elongate member, the wall 114 is wrapped or folded in half about a T-shaped union 40 formed by an intersection of a plurality of elongate members, shown as a pair of elongate members 112, 112'. The T-shaped union 40 is formed by a first elongate member 112 extending generally horizontally and a second elongate member 112' extending generally transversely to the first elongate member 112. During application, the elongate members 112, 112' are positioned as shown in Figure 5, with the first horizontal elongate member 112 extending across an approximate lengthwise dividing centerline 42 of the wall 114 such that the first elongate member 112 extends across the opposite adhesive layers 126,
128 in bonding relation therewith. Meanwhile, the second elongate member 112' extends vertically along an approximate widthwise dividing centerline 44 of the wall 114 between the adhesive layers 126, 128, shown as being out of contact with the adhesive layer 126, 128. Then, the upper half of the wall 114 is folded over and about the first elongate member 112 to completely cover the T-shaped union 40 and to bring the adhesive layers 126, 128 into adhesive, fixed contact with themselves. Accordingly, each of the pair of adhesive layers 126, 128 is adapted to be adhered to a common elongate member 112 and each of the pair of adhesive layers 126, 128 is also adapted to be adhered to itself.

[0037] Many modifications and variations of the present invention are possible in light of the above teachings. It is, therefore, to be understood that the invention may be practiced otherwise than as specifically described, and that the scope of the invention is defined by any ultimately allowed claims.
What is claimed is:

1. A wrappable protective sleeve for providing protection to at least one elongate member contained therein, comprising:

   a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends, said opposite edges extending generally parallel to one another between said opposite ends;

   a pair of adhesive layers bonded to said inner face in spaced relation from one another, said adhesive layers extending between said opposite ends adjacent said opposite edges; and

   a release paper releasably adhered to said pair of adhesive layers.

2. The wrappable protective sleeve of claim 1 wherein said opposite edges are spaced from one another along a width of said wall and said release paper has a width less than said width of said wall.

3. The wrappable protective sleeve of claim 2 wherein each of said adhesive layers has a width and said width of said release paper is substantially equal to the combined widths of said adhesive layers.

4. The wrappable protective sleeve of claim 1 wherein said wall has a tubular configuration with said release paper adhered to said pair of adhesive layers.

5. The wrappable protective sleeve of claim 1 wherein one of said adhesive layers of said pair of adhesive layers is adapted to be adhered to an outer surface of the at least one
elongate member and the other of said adhesive layers of said pair of adhesive layers is adapted to be adhered to said outer face of said wall.

6. The wrappable protective sleeve of claim 1 wherein each of said pair of adhesive layers is adapted to be adhered to a common one of the at least one elongate member and each of said pair of adhesive layers is adapted to be adhered to itself.

7. The wrappable protective sleeve of claim 6 wherein the wrappable protective sleeve is adapted to be wrapped about a T-shaped union of the at least one elongate member.

8. The wrappable protective sleeve of claim 1 wherein said wall is formed of interlaced yarn.

9. The wrappable protective sleeve of claim 1 wherein said wall is formed of a nonwoven material.

10. A method of protecting at least a portion of at least one elongate member, comprising:
    providing a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends with a pair of adhesive layers bonded to the inner face in spaced relation from one another with a single release paper being releasably adhered to the pair of adhesive layers;
    removing the single release paper from the pair of adhesive layers;
    adhering at least one of the adhesive layers to at least one elongate member to be protected;
wrapping the wall about the portion of the at least one elongate member to be protected; and

adhering at least one of the adhesive layers to at least one of the outer face of the wall or to itself to fix the wall in its wrapped configuration about the portion of the at least one elongate member to be protected.

11. The method of claim 10 further including adhering one of the adhesive layers to a single elongate member to be protected and then wrapping the wall about the elongate member and bringing the opposite edges into overlapping relation with one another and adhering the other of the adhesive layers to the outer face of the wall.

12. The method of claim 10 further including providing the at least one elongate member as a plurality of elongate members having a generally T-shaped union and adhering a portion of the adhesive layers to a common one of the plurality of elongate members and then wrapping the wall about the T-shaped union and adhering a portion of each adhesive layer to itself.

13. The method of claim 10 further including providing the wall being formed from interlaced yarn.

14. The method of claim 10 further including providing the wall being formed from a nonwoven material.

15. A method of constructing a wrappable protective sleeve, comprising:

forming a flexible textile wall having opposite inner and outer faces bounded by opposite edges and opposite ends:
bonding a pair of adhesive layers to the inner face in spaced relation from one another adjacent the opposite edges; and

bonding a single release paper to the wall via the pair of adhesive layers.

16. The method of claim 15 further including bonding the pair of adhesive layers to the single release paper prior to bonding the bonding the pair of adhesive layers to the inner face of the wall.

17. The method of claim 15 further including wrapping the wall into a tubular configuration and then bonding the single release paper to the wall to releasably maintain the wall in its tubular configuration.

18. The method of claim 17 further including wrapping the wall into the tubular configuration with the inner face facing radially outwardly.

19. The method of claim 15 further including forming the wall from interlaced yarn.

20. The method of claim 15 further including forming the wall from a nonwoven material.
### INTERNATIONAL SEARCH REPORT

**A. CLASSIFICATION OF SUBJECT MATTER**

INV. F16L57/00  B60R16/02  H02G3/04  
ADD. H02G15/18

According to International Patent Classification (IPC) or to both national classification and IPC.

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

F16 L  B60R  H02G

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-Internal

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 0 886 357 A2 (MOHR KARL EUGEN [DE]) 23 December 1998 (1998-12-23) abstract; figures 1,2 column 3, lines 10-35</td>
<td>1-3, 5-16,19, 20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

---

Date of the actual completion of the international search: 20 October 2014

Date of mailing of the international search report: 29/10/2014

Name and mailing address of the ISA/
European Patent Office, P.B. 5816 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Fax: (+31-70) 340-3016

Authorized officer: Untermann, Nils

---

Form PCT/ISA210 (second sheet) (April 2005)
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>DE 10 2005 013124 A1 (CERTOPLAST VORWERK &amp; SOHN GMBH [DE])</td>
<td>1-20</td>
</tr>
<tr>
<td></td>
<td>21 September 2006 (2006-09-21) abstract; figures paragraphs [0021], [0030]</td>
<td></td>
</tr>
<tr>
<td></td>
<td>abstract; figures 3,4</td>
<td></td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>----------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 2008295896 A1</td>
<td>04-12-2008</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0886357 A2</td>
</tr>
<tr>
<td>DE 102006024173 A1</td>
<td>30-11-2006</td>
<td>CN 1870371 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 102006024173 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2006327656 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2006289197 A1</td>
</tr>
<tr>
<td>DE 102005013124 A1</td>
<td>21-09-2006</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2013098660 A1</td>
<td>25-04-2013</td>
<td>CN 103053086 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 112011102677 T5</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5573477 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2012039782 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20130060263 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2013098660 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2012020596 A1</td>
</tr>
</tbody>
</table>